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PPl 84150 G.LASSCLOTH ELECTRI CAL TAPE W TH THERMOSETTI NG POLYSI LOXANE ADHESI VE.
HEAT CLASS H

DESCRI PTI ON:
PPl 84150 IS A TEAR AND ABRASI ON RESI STANT TAPE WTH VERY H GH TEWMPERATURE
RESI STANCE.

APPLI CATI ONS:

HOLDI NG AND GENERAL | NSULATI ON OF CO LS AND TRANSFORMERS.
CABLE HARNESSI NG AT H GH TEMPERATURES.

| NTERPHASE | NSULATI ON.

HEAVY CO L BANDI NG

SLOT EDGE REI NFORCEMENT.

UL RECOGNI SED.

PROPERTI ES: DI N VALUE: ASTM VALUE:
SUPPCRTI NG BASE: GLASSCLOTH

BASE THI CKNESS: 0.120M7 4.7 ML
TOTAL THI CKNESS: 0. 165MM 6.5 ML
ADHESI VE: POLYSI LOXANE THERMOSETTI NG
ADHESI VE STRENGTH: 4.0 NC™m 36 Oz/ 1 NCH
ULTI MATE ELONGATI ON: 10% 10%

TENSI LE STRENGTH: 250 N CM 140 LBS/ 1 NCH
DI ELECTRI C STRENGTH: 2500 VOLTS 2500 VOLTS
ELECTROLYTI C CORROSI ON FACTOR: A10 A10
COMBUSTI BI LI TY: BU 1 BU 1

ADHESI VE COATI NG SI NGLE- FACED

CALOUR: VWH TE

HEAT CLASS: H ( TEMPERATURE RANCGE UP TO 180°C)

RECOMMVENDED CURI NG CYCLE: 1 HOUR AT 150°C or
2 HOURS AT 130°C

LENGTH OF RCLL: 33M
66M

MEETS FLAME RETARDANCY REQUI REMENTS OF UL510.

Statements, technical information and recommendations contained herein are based on tests we believe to be reliable but they are not to be
construed in any manner as warranties expressed or implied. The user shall determine the suitability of the product for his intended use and user
assumes all risks and liability whatsoever in connection therewith.



